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Introduction

Welcome to the guide on how to enjoy your Pangolin products re-
motely on an iPad, or other compatible mobile device

There are two main methods described in this guide; the first being
a remote screen viewer approach using VNC-based software, allowing
you to view on your iPad or mobile device exactly the same as your
computer. This approach works best if you want to see content, such
as cues or specific controls in Quickshow or BEYOND. The guide only
explains how to setup a VNC connection with an iPad, but client soft-
ware exists for many other platforms and devices, thus allowing you
to use Pangolin products with your Android, Windows Mobile, Tablet
or Netbook and many other mobile devices. Full instructions can be
found in Chapter 1.

An alternative approach aimed at primarily controlling LivePro is
to setup the LivePad Pro templates for TouchOSC and establish a
MIDI connection to LivePro. This allows you to perform live shows
from your iPad, by turning it into a full MIDI control surface, written
especially for use with LivePro; which can also be tailored for personal
use. There are even basic implementations of this for Quickshow and
BEYOND. This method is iPad and iPhone only, and is fully detailed
in Chapter 2.



Contents

Contents

1

iPad VNC - Configuration

1.1

1.2
1.3
1.4
1.5

Setup WiFi Ad-Hoc Connection . . . . . . . ... ... .. ....
1.1.1 Windows XP . . . . . . ...
1.1.2 Windows Vista . . . . . . . . . ... ... ... ... ...
1.1.3 Windows 7 . . . . . . . ..o
Install Real VNC Server ona PC . . . . . . .. .. ... ... ...
Install VNC Client oniPad . . . . . . . ... ... ... .....
Connect iPad via Wireless . . . . . . . . . ... ... ... ...
Connecting via VNC . . . . . .. ... oo

LivePad Pro - Installation

2.1
2.2
2.3
24
2.5
2.6
2.7
2.8
2.9

Prerequisites . . . . . . . . .o
Install Apple Bonjour . . . . .. . ... ... ...
Install rtpMIDI . . . . . . ... ...
Install TouchOSC on the iPad . . . . . ... ... ... .. ....
Install TouchOSC Editor on the PC . . . . . ... ... ... ...
Configure rtpMIDI . . . . . . . . ..o
Configure LivePro . . . . . . .. .. . .. .. o
Configure Quickshow / BEYOND . . . ... ... ... ... ...
iPhone Layouts . . . . . . . . . . .. ... ... ... ...



Chapter 1

iPad VINC - Configuration

1.1

Setup WiFi Ad-Hoc Connection

If you are already using a wireless access point to connect the laptop and iPad
to, skip on ahead to the next section; this chapter describes how to establish a
wireless link directly between a laptop and an iPad without such a device.

1.1.1 Windows XP

Open the Start menu.

Click on Control Panel.

Under Pick a category, click Network and Internet Connections.

Under Pick a Control Panel icon, click Network Connections.
Right-click your wireless network connection, and then click Properties.

In the Wireless Network Connection Properties dialog box, click the Wire-
less Networks tab.

On the Wireless Networks tab, under Preferred networks, click Add.

In the Wireless network properties dialog box, on the Association tab, type
the name of your ad hoc wireless network in Network name (SSID) box.
For example, you could name your wireless network “LaserNetwork”.

Clear the The key is provided for me automatically check box.

Select the This is a computer-to-computer (ad hoc) network check box.
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Create a password and type it in both the Network key and Confirm network
key boxes. For the best security, include letters, numbers, and punctuation.
Then click OK.

Click OK again to save your changes.
Select the Ad hoc network, click Adapter properties.

In the properties screen, highlight Internet Protocol Version 4 (TCP/IPvj)
and click on Properties.

Click “use the following IP address” and specify the following IP. For ex-
ample:

— IP address. 192.168.1.50
— Subnet mask. 255.255.255.0

1.1.2 Windows Vista

Open the Start menu.

Click Connect to.

Click Set up a connection or network.

Select Set up a wireless ad hoc network and click Next.
Enter the new network name such as “LaserNetwork”.
Enter a Security key.

Check Save this network.

Select the Ad hoc network, click Adapter properties.

In the properties screen, highlight Internet Protocol Version 4 (TCP/IPvj)
and click on Properties.

Click “use the following IP address” and specify the following IP. For ex-
ample:

— IP address. 192.168.1.50
— Subnet mask. 255.255.255.0
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1.1.3 Windows 7

Open the Start Menu and click on Control Panel.
Click Network and Internet.
Click Network and Sharing Centre.

Under Change your networking settings, click Set up a new connection or
network.

Select Set up a wireless ad hoc (computer-to-computer) network.
Click on Nezxt twice.

Enter the Network name such as “LaserNetwork”.

Select the Security WAP (or WEP).

Enter the Security key or password.

Check Save this network check boz.

Click Turn on Internet connection sharing.

Select the Ad hoc network, click Adapter properties.

In the properties screen, highlight Internet Protocol Version 4 (TCP/IPv4)
and click on Properties.

Click “use the following IP address” and specify the following IP. For ex-
ample:

— IP address. 192.168.1.50
— Subnet mask. 255.255.255.0

1.2 Install RealVINC Server on a PC

Any VNC server will work with this, however a recommended suitable VNC server
is RealVNC Free Edition.

Download Real VNC Free Edition from the website:

— http://www.realvnc.com/products/free/4.1/download.html


http://www.realvnc.com/products/free/4.1/download.html
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Download VNC® Free Edition
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Download Executable (724K)

VNC Free Edition for Windows
Installer including both Server and Viewer
Version 4.1.3 Download Zip Archive (659K)

VNC Free Edition Source Code for Windows
Full source code to both Viewer and Server Zip Archive (B25K)
Version 4.1.3

. . GZIpped Tarfile
VNC Free Edition for Linux (x86) Download (1.6M)

Installable packages including viewer, XFree86 module, stand-alone server and

o S
Version 4.1.3

Figure 1.1: Real VNC Download website.

Unzip and run the installer, click “Next”.
Accept the licence agreement, click “Next”.
Confirm file location, click “Next”.

Ensure both components are ticked, and click “Next”.
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fis Setup - VNC

R
Select Components

“which components should be installed? Vn

Select the companents pou want to ingtall; clear the componentsz you do naot want to
inztall. Click Mest when pou are ready to continue.

Full installation
WHEC Server B3 KE
WHEC Yiewer 2BE KRB

Current gelection requires at least 1.6 MB of disk zpace.

[ < Back ]I_ﬂe:-:b I[ Cancel

Figure 1.2: Real VNC Component Installation.

e Confirm start menu folder, click “Next”.

e Ensure at least the lower two options are ticked; Register and configure

VNC' Server for Service-Mode and Start the VNC' Server in Service-Mode,
click “Next”.

e Finally, click “Install”.
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fis Setup - VNC
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click Mext.

Additional icons:

[] Create a ¥NC Yiewer desktop icor

WHC Server configuration:

Start the WMC Server in Service-Mode

a
m
P
r

Wwhich additional tazks should be performed? V

Select the additional tazks pou would like Setup to perform while inztaling WML, then

[] Create a WM Viewer Quick Launch icon

Reqister and configure YMC Server for Service-Mode
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[ < Back ]I_ﬂe:-:b I[ Cancel

Figure 1.3: Real VNC Additional Tasks.

e When the installation is complete the VNC server will prompt for a pass-
word to be configured. It is strongly advised to set this! Click “Configure”.

e Enter a password twice, e.g. laservnc and click “OK”.
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' . - (o
VYNC Server Properties (Service-Mode) =
Sharing Desktop Capture Methiod Legacy
Authentication Connections InpLits

(O Na Authentication

@ WHL Pazsword Authentication

E ncryption:

[ Prampt local user ta accept connections

l 0K I[ Cancel ]

Figure 1.4: Configure VNC connection password.

e Finally click “Next” and “Finish” to complete the server installation pro-
cess.

You should now notice a new tray icon has appeared in the lower right hand
corner of the screen. A white VNC symbol indicates the server is ready to accept
connections, a black VNC symbol indicates a client is connected. If you hover your
mouse of this icon, the available IP addresses that the server can be connected
via can be seen.

For further advanced configuration see the following manufacturer’s documen-
tation: http: //www. realvnc. com/products/ free/ 4. 1/ winvnc. html

1.3 Install VNC Client on iPad

Any VNC client will work with this, however a recommended suitable VNC client
is Mocha VNC Lite (free)

e Download and install Mocha VNC Lite from the app store:

— http://itunes.apple.com/app/mocha-vnc/id2849816707mt=8
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e Company webpage: http://www.mochasoft.dk/iphone_vnc.htm

®00 iTunes

LIERARY 4 A Music Films TV Programmes App Store v Book
ﬂ Music
| Movies App Store » Business » MochaSoft
1 TV Shows
) Books Mocha VNC Lite
Apps P
L Tones DESCI‘ID‘"OI"I
STORE ¥ \ Using your iPhone or iPad, you can connect to a Windoy
l J if you were sitting at your desk, just on a smaller screen.
¢ Ping L _J
= - =
=b Purchased C:—&R\
=b Purchased on Daniel's iPad MochaSoft Web Site »  Mocha VNC Lite Support >
=] Purchased on iPhone
(@) Downloads Downloaded v .
What's New In Version 3.1
DEVICES This app is designed for both thi & I {look Kstati LAN)
L " - new netbios protocol (lookup worl ions on a
Phone and iPad
o D Perait e o I : - fixed bug in menu - configure

Figure 1.5: Mocha VNC Lite on the App Store.

1.4 Connect iPad via Wireless

e On the iPad, launch Settings, Wi-Fi you should be able to see the new
“LaserNetwork” on list.

e Pick “LaserNetwork”, and tap the side arrow to expand the Wi-Fi settings.

e Switch to a Static, and manually specify the IP address for your iPad. For
example, set:

— IP address: 192.168.1.51
— Subnet mask: 255.255.255.0

e Go back to the Wi-Fi network list, tap on the “LaserNetwork” to connect
it. You will need to enter the wireless key you have previously setup.

1.5 Connecting via VNC
e Start Mocha VNC Lite on the iPad

e Tap “Add a configuration”

11
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e Input the same IP as configured in Chapter 1 e.g. 192.168.1.50

Figure 1.6: VNC working with Quickshow on the iPad

e Input the set password you configured the server with e.g. laservnc
e Tap “Back”

e Tap select “Connect” and tap on the computer label you have just added.
If all goes well you should now see your computer desktop.

e Load up Beyond or Quickshow and use the iPad to launch cues as you
normally would. Have fun!

12



Chapter 2

LivePad Pro - Installation

2.1 Prerequisites

e Ensure the iPad and PC are connected on the same wireless network before
starting the installation. Preferably this would involve a wireless router;
although wireless Ad-Hoc (PC direct to iPad) connections also work.

e Also ensure you have the latest version of Java Runtime installed (Version
6 - Update 27 at time of writing).

e Disable any firewalls during installation and template transfer. Ensure ser-
vices are not blocked if any firewalls are renabled.

2.2 Install Apple Bonjour

e Download and run Apple Bonjour “Print Services” setup from the website:

— http://support.apple.com/kb/d1999

13
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Bonjour Print Services for Windows - Windows Internet Explorer

=K : . X
mi |ﬂ hikkpefsupport. apphe. com/ kb /oo

(o] ][] (S oooe

X
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File Edit  View

Favorites  Tools  Help

{2 Fawarites

|ﬂBonjour Print Services For Windows | |

& - = @ * Page v Safety » Tools » @v

»

Dansk

Deutsch
CIEED

Espafiol

Suomi

Francgais

Italiano

AAE

=30

Nederlands

Norsk Bokmal

Polski

Portugués (Brasil)

Portugués

Pyccknin

Svenska

Lok b

L1 L4

iTunes

Bonjour Print Services for Windows

(]
Ce

About Bonjour Print Services for Windows

Bonjour Print Services for Windows lets you discover and configure
Bonjour-enabled printers from your Windows computer using the
Bonjour Printer Wizard.

Use Windows Update to make sure you have the latest Service Pack
installed for your computer.

Printer requirements
Bonjour Print Services works with either:
* network printers over Wi-Fi or Ethernet
* USB printers shared via a Mac or an AirPort base station

Download

Version: 2.0.2

Post Date: June 03, 2010
Download ID: D935
File Size: 5.18 ME

System Requirements

Bonjour Print Services supports
Windows XP Service Pack 2 or later,
but we strongly recommend either:

* Windows XP Service Pack

* Windows Vista Service Pack 2
* Windows 7

Supported Languages
Deutsch. English. Frangais. B %#. Espafiol.

Italiano, Nederlands, Dansk, Norsk Bokmal,

& Internet v E100%

~

(v

o Click “Next”.

Figure 2.1: Apple Bonjour website.
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i Bonjour Print Services

Welcome to the Bonjour Print Services Installer

Wou will be quided through the steps necessary to install
Bonjour Print Services, To get started, click Mext,

2.0.2.0

= Barck [ Mext= | [ Cancel

Figure 2.2: Apple Bonjour website.

e Accept licence agreement, click “Next”.

o Click “Next”.

e Untick “Create Bonjour Printer Wizard desktop shortcut” and “Automat-
ically update”; click “Install”.
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s Bonjour Print Services !

Installation Options

Select Folder where Bonjour Print Services files will be installed and choose installation options.

[] Create Bonjour Printer Wizard desktop shortcut

[ ] Automatically update Bonjour Print Services and other Apple software

Select this option if wou wank ko schedule Apple Software Update to check For updates
automatically,

Destination Folder

D Zi\Program Files\Bonjour Print Services),

[ < Back, “ Install l [ Cancel ]

Figure 2.3: Bonjour installation settings.

e Wait for the installation to complete.

e Click “Finish”.

2.3 Install rtpMIDI

e Download rtpMIDI from the website:
— http://www.tobias-erichsen.de/rtpMIDI.html

e Extract and run MSI installer.
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i@ rtpMIDI Setup

Welcome to the ripMIDI Setup Wizard

The Setup Wizard allows vou to change the way repMIDI
features are installed on wour computer or ba remove it Fram
wour computer, Click Mext to continue or Cancel to exit the
Setup Wizard,

I Mk I [ Cancel

Figure 2.4: rtpMIDI Installation welcome.

Click “Next”.

Tick accept; click “Next”.

Click “Next”.
Click “Install”.
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i@ ripMIDI Setup

Installing rtp™IDI . \1

Please wait while the Setup Wizard installs repMIDLL

LU L LU VL L L L L VLV VL LV L VLV LV L] ]

Cancel

Figure 2.5: rtpMIDI Installation in progress.

e Click “Finish”.

2.4 Install TouchOSC on the iPad

e From the Apple App store, purchase and install TouchOSC:

— http://itunes.apple.com/app/touchosc/id2881203947mt=8
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800 iTunes

LIBRARY it Music Films Podcasts iTunes U

ﬂ Music

= Movies App Store » Music > hexler
1 Tv shows

[ Books

Apps ([ 2 ]

Q Ringtones

TV Programmes App Store v Books

TouchOSC

Description

STORE TouchOSC is a modular OSC and MIDI control surface for iPhone /iPod Touch /iPad.

«© Ping
=b Purchased
=} Purchased on Daniel's iPad

hexler Web Site >  TouchOSC Support »

=b Purchased on iPhone

Downloaded v What's New In Version 1.7.4
GENIUS
% Genius i i " - hth iPho 1.74
g This app is designed for both iPhone
25 Genius Mixes and iPad
PLAYLISTS Category: Music
@ iTunes D) _L!pdgtad:.i)f Fh:tober 2011

Figure 2.6: Touch OSC on the App Store.

2.5 Install TouchOSC Editor on the PC

e Download the TouchOSC Editor from the website:

— http://hexler.net/software/touchosc
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Zhexler.net | TouchOSC - Windows Internet Explorer

3 = [« K =

@ )« [el hexler.net BIEEERE ] »

File Edit  Wiew Favorites Tools  Help

i Faworites @hexlsr.net | Touchosc 5 - B - [ o= - Pager Safety -~ Tooks~ i@+

, )
TouchQSC Editor
Download the editor application for 05 X, Windows and Linux to design and upload
custom layouts for TouchOSC for iPhane/iPod Touch and iPad:
touchosc-editor-1.5.4-osx.zip 05 X
o touchosc-editor-1.5.4-win32 zip Windows
touchosc-editor-1.5.4-noarch.zip Linux other
Default layouts shipping with TouchOSC
touchosc-default-layouts.zip
Videos
| e e
Logic 9 with TouchOSC  iPad / Traktor 2 Virtual ~ TouchOSC tem Little Phatty x iPad x  iPad MPC Style Drum Pads
on iPad Guitar & W Synth ™ TouchQsC - TouchQSC with
Propellerhead Recard
ik
e —" [
@ 1nternet 43 - Bi0% -

Figure 2.7: TouchOSC Editor download.

e Bxtract the editor to a known folder.

e Run the application and click “Open”.
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TouchOSC Editor - Untitled 1

D = & &, 3{ [ ] @ Zoom IO

Mew Cpen Save Save fs cid[]| z0 @ Sync About

Layout Size:

iPhonefiPod Touch [ﬂ

Layout Crientation:

vertical [ﬂ

Page Name:
1

Figure 2.8: TouchOSC Editor download.

Load up the LivePad Pro template.

Click “Sync”.

On the iPad, launch TouchOSC, Under “Layout” click “Add” and select
computer name.

Wait for the transfer to complete.

Tap “Done” when complete.

2.6 Configure rtpMIDI

Under “My Sessions” click the Plus symbol.

On the right hand side; type “LivePad Pro” as both the local name and
Bonjour name.
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© ripMIDI: using Apple Bonjour

Setup | About |

My Sessions Session

W] Licradrro [ ]Enabled Port: |S004

Local name: |LivePadPru:| |

Bonjour narne: |LivePade |

E] Participants: | MName |Latency |

Direckory

Daniel3E™s iPad

Discanneck
-
Who may connect ko me Live |“ »| : :\
raukings -
|.ﬁ.n3.-'|:|ne &I 9 |-- W

Figure 2.9: Configuring new rtpMIDI session.
e [f TouchOSC is running on the iPad, the device name should be present
under “Directory”.

e (Click on the device name and click “Connect”; the name will move over to
the “Participants” section.

e Finally Click “Enabled” under “Session”.
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© ripMIDI: using Apple Bonjour

Setup | About |

My Sessions Session
MlLiveradPro Enabled
E] Participants: | MName Latency
Daniel’s iPad 0 ms

Direckory

Address: macbookpro-xp:S004
192,165.1,106: 5004

Who rmay conneck to me - - AR
Anyone M - —

Figure 2.10: Complete and connected rtpMIDI configuration.

e To confirm connection; from the iPad check under “Connections” that
CoreMIDI In/Out has (1/1) listed. If it is not “Connected (0/0)” will
be displayed.

2.7 Configure LivePro

e (Click “Environment”, then “MIDI Settings”.

e For MIDI In#1, select “LivePad Pro”.
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MIDI Settings x
MIDI to Shiders ] MID| Tao Effect Channel ] Special Keys ] Welocity ] Program Change ]
MIDI Devices ] Input Options | Output Options | Enabled Charnels |
MIDI Input
HIDI In #1
MIDI In #2
|[n0ne] j
IDI In #3
|[n0ne] j
IDI In #4
Select the Input Options tab abowe
to configure each MIDI Input Device
MIDI Output
|[n0ne] j
Ok ‘ Cancel |

Figure 2.11: Assign new MIDI controller in LivePro.

e Now train each control to the correct heading from the iPad to the Sliders
and Special Functions tabs as per the images below.
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MIDI Settings =

MIDI Devices ] Input Options ] CQutput Optiong ] Enabled Channels ]
MIDI to Shiders l MIDI To Effect Channel ] Special Keys ] Welocity ] Program Change ]

MIDI to Live Shider

Slicler Contralled by MIDI Controller H

R atation = : =

Ratation ' Contraller: Channel 1, #2

Haotation 2 Controller: Channel 1, #3

Huotation speed Contraller: Channel 1, #4

Huotation speed ' Contraller: Channel 1, #5

Huotation speed £ Contraller: Channel 1, #6

Scale Contraller: Channel 1, #7

Scale™ Contrallier: Channel 1, #3

Poszition Contraller: Channel 1, #39

Position % Contraller: Channel 1, #10

Brightness Controller: Channel 1, #11

ScanRate Contraller: Channel 1, #12 [vl
LiwePRO allows wou to assign MIOI Contrallers or the Pitch Bend wheel to control the sliders found
on the “Liwe control” tab.
Ta as=ign a MIO| Controller to a function, highlight the function in the list above and then mowve the
IO Controller or Pitch Bend wheel, LivePRO will detect the change and automatically assign the
Contraller to the selected function.
Ta clear an assigned controller, use the Delete or Space Bar on the computer keyboard.

QK Cancel

Figure 2.12: LivePro MIDI to Sliders assignments.
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MIDI Settings X

MIDI Devices ] Input Options ] CQutput Optiong ] Enabled Channels ]
MIDI to Shiders l MIDI To Effect Channel ] Special Keys ] Welocity ] Program Change ]

MIDI to Live Shder

Slider Contralled by MIDT Contraller [ |
Red channel Contraller: Channel 1. #15
Green channel Contraller: Channel 1, #16
Blue channel Contraller; Channel 1, #17
Tranzition number Contraller: Channel 1, #20
Tranzition time Contraller: Channel 1, #13 =

Transitian number for all | <nones

Tranzition time faor all £nohes

Calor marph Controller: Channel 1, #18

Playback zpeed £NOnEy

Pozition = High £NOnE?

Pozition # Low £hohes

Pozition v High £NOnE? ™

LiwvePRO allows wou to az=sign WlOl Controllers or the Pitch Bend whesl| to control the sliders found
on the “Liwe control” tab.

Ta as=ign a MIO| Controller to a function, highlight the function in the list above and then mowve the
IO Controller or Pitch Bend wheel, LivePRO will detect the change and automatically assign the
Contraller to the selected function.

Ta clear an assigned controller, use the Delete or Space Bar on the computer keyboard.

QK Cancel

Figure 2.13: LivePro MIDI to Sliders assignments.
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MIDI Settings X

MIDI Devices ] Input Options ] CQutput Optiong ] Enabled Channels ]
MIDI to Shiders l MIDI To Effect Channel ] Special Keys ] Welocity ] Program Change ]

MIDI to Live Shder

Slider Contralled by MIDT Contraller [ |
K.ey effect Plaving speed| <none:

Color Cycle Flaying spee| <none:

Beam Chaze Contraller: Channel 3, #0

Beam Chazer BPM Contraller: Channel 3, #1

TTL Chaze Contraller: Channel 3, #2

TTL Chazer BPM Contraller: Channel 3, #3

Track 1 Brightnezs £Nornes

Track 2 Brightnezs £NONEy

Track 3 Brightness £NOnEy

Track 4 Brightneszs £NOnE?

Soft pause Contraller: Channel 1, #14 3
kd azter Brighthzss £NOnE? ™

LiwvePRO allows wou to az=sign WlOl Controllers or the Pitch Bend whesl| to control the sliders found
on the “Liwe control” tab.

Ta as=ign a MIO| Controller to a function, highlight the function in the list above and then mowve the
IO Controller or Pitch Bend wheel, LivePRO will detect the change and automatically assign the
Contraller to the selected function.

Ta clear an assigned controller, use the Delete or Space Bar on the computer keyboard.

QK Cancel

Figure 2.14: LivePro MIDI to Sliders assignments.
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MIDI Settings =

MIDI Devices ] Input Options ] CQutput Optiong ] Enabled Channels ]
MIDI ta Sliders ] MIDI To Effect Channel  Special Keys l Welocity ] Program Change ]
Special keys

LivePRO LISE function MID Key [Mate On) H

Stop Al =

Mext Page Ch: 1. Mate: 27 [DH]

Previouz Page Ch: 1. Mate: 26 [

Welocity Tao Size <Hones
Welocity To ScanF ate <Hones
Welocity To Brightness <Hones

Player - Restart {Nones:

Player - Stop {NONE:

Recarder - Flay {NONE:

Recorder - Stop {NONE:

Recorder - Record Lnoner

Recorder - "Record by first” Toggle | <none: [vl

LivePRO allows wou to assign MIO| Keys to the main functions of LvepRO.

Ta a==sign a MIDI Kew to a function, highlight the Fuction in the list abowe and then press the
hIDT Eew. LiwvePRO will detect the change and automatically assign the Fey to the selected
funiztion.

QK Cancel

Figure 2.15: LivePro Special Keys assignments.
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MIDI Settings X

Special keys

MIDI Devices ] Input Options ]
MIDI ta Sliders ] MIDI To Effect Channel  Special Keys l Welocity ] Program Change ]

CQutput Optiong ]

Enabled Channelz ]

LivePRO USE funchion

MIDT K.ey [Mote On)

Recorder - Mew

Recorder - CopyT oCurrentCue

Hecorder - ToggleLoop

Mazter Pause

k aster Play

k azter Stop

Blackout

Online

Image Playing Speed 1/4%

Image Playing Speed 1/2

Image Playing Speed 1=

Image Playing Speed 2

function.

“Hane:
“Hane:

<Hnane:

Ch: 1. Mate: 1 [CH)
Ch: 1. Mate: 0[C]

Ch: 1, Mote
Ch: 1, Mote
{nongs

{nones

Ch: 1, Maote
Ch: 1, Maote
Ch: 1, Maote

- 2D)
-3 (D)

- 14(D)
- 15 [D#H)
-1 [E]

LivePRO allows wou to assign MIO| Keys to the main functions of LvepRO.

Ta a==sign a MIDI Kew to a function, highlight the Fuction in the list abowe and then press the
hIDT Eew. LiwvePRO will detect the change and automatically assign the Fey to the selected

1] 8

Cancel

Figure 2.16: LivePro Special Keys assignments.
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2. LIVEPAD PRO - INSTALLATION F

MIDI Settings X

MIDI Devices ] Input Options ] CQutput Optiong ] Enabled Channels ]
MIDI ta Sliders ] MIDI To Effect Channel  Special Keys l Welocity ] Program Change ]

Special keys

LivePRO USE funchion MIDT K.ey [Mote On) |_ﬂ_
Image Flaying Speed 4= Ch: 1, Mote: 17 [F)

Effect FlayingSpeed 1./4x LH0ne:

Effect FlayingSpeed 1./2x LH0nes =
Effect PlayingSpeed 1x <Hones

Effect FlayingSpeed 2x <Hones

Effect FlayingSpeed 4x <Hones

f.ep PlayingSpeed 1./4x {Nones:

f.ep PlayingSpeed 1/2x {NONE:

k.ep PlayingSpeed 1x {NONE:

k.ep PlayingSpeed 2+ {NONE:

k.ep PlayingSpeed 4= {NONE:

Calor PlagingSpeed 1/4x {NONE: ™
LivePRO allows wou to assign MIO| Keys to the main functions of LvepRO.

Ta a==sign a MIDI Kew to a function, highlight the Fuction in the list abowe and then press the
hIDT Eew. LiwvePRO will detect the change and automatically assign the Fey to the selected
funiztion.

QK Cancel

Figure 2.17: LivePro Special Keys assignments.
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MIDI Settings =

MIDI Devices ] Input Options ] CQutput Optiong ] Enabled Channels ]
MIDI ta Sliders ] MIDI To Effect Channel  Special Keys l Welocity ] Program Change ]

Special keyps

LivePRO USE funchion MIDT K.ey [Mote On) |_ﬂ_
Beam Chaszer Playing Speed 1./4x Ch: 3, Mote: D[C)

Beam Chazer Flaving Speed 1.2 Ch: 3. Mate: 1 [CH)

Beam Chazer Flaying Speed 1x Ch: 3. Mate: 2 [D]

Beam Chaszer Flaying Speed 2x Ch: 3. Mate: 3 [D#)

Beam Chaser Flaying Speed 4x Ch: 3. Mate: 4 [E]

TTL Chazer Playing Speed 1/4x Ch: 3. Mate: 5 [F]

TTL Chazer Playing Speed 1/2+ Ch: 3, Mote: & [FH]

TTL Chazer Playing Speed 1= Ch: 3, Mate: 7 (3]

TTL Chazer Playing Speed 2+ Ch: 3, Mote: 8 [GH]

TTL Chazer Playing Speed 4x Ch: 3. Mote: 9 [4)]

Image Playing Speed SYHNC Toggle | <naoner

Effect Playing Speed SYHC Toggle | <none: ™

LivePRO allows wou to assign MIO| Keys to the main functions of LvepRO.

Ta a==sign a MIDI Kew to a function, highlight the Fuction in the list abowe and then press the
hIDT Eew. LiwvePRO will detect the change and automatically assign the Fey to the selected
funiztion.

QK Cancel

Figure 2.18: LivePro Special Keys assignments.
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MIDI Settings X

MIDI Devices ] Input Options ] CQutput Optiong ] Enabled Channels ]
MIDI ta Sliders ] MIDI To Effect Channel  Special Keys l Welocity ] Program Change ]

Special keys

LivePRO USE funchion MIDT K.ey [Mote On) |_ﬂ_
Timer Toggle Ch: 1. Mote: 12 [C]

t anual Beat Toggle LH0ne:

Aydio Beat Toggle LH0nes

Timer BPM beat zet [zpacebar] Ch: 1, Mate: 10 [AH]

kM anual Beat Set [enter) <Hones L
BPM Syncronise [backspace] Ch: 1. Mate: 11 [B) =
Feszet Fotation Ch: 1, Mote: 4 [E]

Reszet Position Ch: 1, Maote: 8 [GH]

Reset Size Ch: 1, Mote: B [FH]

"One Track" toggle Ch: 1, Maote: 28 [E]

Dizable Playing Speed sliders SYMNC | <noner

Dizable Image Plaving Speed SvMNC | <none: ™

LivePRO allows wou to assign MIO| Keys to the main functions of LvepRO.

Ta a==sign a MIDI Kew to a function, highlight the Fuction in the list abowe and then press the
hIDT Eew. LiwvePRO will detect the change and automatically assign the Fey to the selected
funiztion.

QK Cancel

Figure 2.19: LivePro Special Keys assignments.
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MIDI Settings X

MIDI Devices ] Input Options ] CQutput Optiong ] Enabled Channels ]
MIDI ta Sliders ] MIDI To Effect Channel  Special Keys l Welocity ] Program Change ]

Special keys

LivePRO USE funchion MIDT K.ey [Mote On) |_ﬂ_
Reverze rotation Ch: 1. Mote: B [F]

Double Timer BPR <None:

Lluad Timer BPM Lnone:

Jog BFK Up <Hones

Jog BFK Daown <Hones

Cue To Track 1 Ch: 1. Mate: 22 [AH]

Cue To Track 2 Ch: 1, Mote: 23 [B] 3
Cue Tao Track 3 Ch: 1, Maote: 24 [C] 3
Cue To Track 4 Ch: 1, Maote: 25 [CH]

kamentar Cue To Track 1 {NONE:

kamentary Cue To Track 2 {NONE:

kamentary Cue To Track 3 {NONE: ™
LivePRO allows wou to assign MIO| Keys to the main functions of LvepRO.

Ta a==sign a MIDI Kew to a function, highlight the Fuction in the list abowe and then press the
hIDT Eew. LiwvePRO will detect the change and automatically assign the Fey to the selected
funiztion.

QK Cancel

Figure 2.20: LivePro Special Keys assignments.
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=

MIDI Settings X

MIDI Devices ] Input Options ] CQutput Optiong
MIDI ta Sliders ] MIDI To Effect Channel  Special Keys l Welocity ] Program Change ]

] Enabled Channels ]

Special keys

LivePRO USE funchion MIDT K.ey [Mote On) |_ﬂ_
Togole Lock =7 Size Ch: 1, Mote: 7 [G]

Apply Track P Preset 1 LH0ne:

Apply Track P Preset 2 LH0nes

Apply Track P Preset 3 <Hones

Apply Track FZ Preset 4 <Hones

Apply Track P Preset & <Hones

Apply Track PZ Preset & {Nones:

Apply Track P2 Preset 7 {NONE:

Apply Track P2 Preset 8 {NONE:

Reszet Track 1 Ch: 1, Mote: 18 [F#]

Reset Track 2 Ch: 1, Maote: 19 [G] =
Reset Track 3 Ch: 1, Mote: 20 [G#) ™
LivePRO allows wou to assign MIO| Keys to the main functions of LvepRO.

Ta a==sign a MIDI Kew to a function, highlight the Fuction in the list abowe and then press the
hIDT Eew. LiwvePRO will detect the change and automatically assign the Fey to the selected
funiztion.

1] 8

Cancel

Figure 2.21: LivePro Special Keys assignments.
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=

MIDI Settings X

Special keys

MIDI Devices ] Input Options ]
MIDI ta Sliders ] MIDI To Effect Channel  Special Keys l Welocity ] Program Change ]

CQutput Optiong ]

Enabled Channelz ]

LivePRO USE funchion

MIDT K.ey [Mote On)

[~

Apply Track P< Preset B

Apply Track P2 Preset 7

Apply Track P Preset 8

Reszet Track 1

Reset Track 2

Reset Track 3

Reset Track 4

Rezet Live Contrals

Pauze Track 1

Pauze Track 2

Pauze Track 3

Pauze Track 4

function.

Lnone:
Lnone:
Lnones
Ch: 1, Mote
Ch: 1, Mote
Ch: 1, Mote
Ch: 1, Mote
{nongs
Ch: 1, Maote
Ch: 1, Maote
Ch: 1, Maote
Ch: 1, Maote

- 18 [FH]
- 19(G)
20 (GH)
21 [

D9 [A)
D9 [A)
D9 [A)
D9 [A)

LivePRO allows wou to assign MIO| Keys to the main functions of LvepRO.

Ta a==sign a MIDI Kew to a function, highlight the Fuction in the list abowe and then press the
hIDT Eew. LiwvePRO will detect the change and automatically assign the Fey to the selected

3 m

1] 8

Cancel

Figure 2.22: LivePro Special Keys assignments.
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e To set the cues in the workspace to be launched from the iPad, use “Local
Note Assignments” on each cue to trigger the corresponding cue. This can
be found on the right side bar, under “Others”, MIDI Note. The workspace
must be saved after this MIDI training has been carried out.

Commands
« Others

Snapshntl Record MIDI Mote |

alobal note azzignment

Default (Mo note assigned)

Eﬂ] Learn | Delete 2

I Do not change current page

Lozal naote aszignment

Note 12 {C)

Eﬂ] Learn | Delete 2% |

Figure 2.23: Assigning cue MIDI triggers.
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2.8 Configure Quickshow / BEYOND

This setup works in much the same way as LivePro, with the only different being
to ensure the Quickshow template has been uploaded via the TouchOSC Editor.
Currently this template is the same for use with both Quickshow and BEYOND.
To configure Quickshow and BEYOND:

e Under “Settings”, “MIDI Settings” ensure your virtual MIDI driver is se-
lected.

MID| Settings X
| MIDI Devices | Input Options | Enabled Channels |
MIDI Input
MID [n #1
| LivePro E|
MIDI I #2
| [none] E|
MIDI [n #3
| [nione] E'
MIDI n #4
| [hione] E|
Select the Input Dptionz tab above
to configure each MIDI Input Device
MIDI Output
| [none) E'
ak I [ Cancel

Figure 2.24: Assigning MIDI devices.
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e Under “MIDI Shortcuts” learn each function to the corresponding control
on the iDevice.

x
| General
Blackaut: 00300 [@ e [ by ]
T ap tempo; 900400 ”@ Learn [ -~ I
Main /LJ: 901000 [@ e [ by ]
Re¢yL) 1 STTEDD [@ e [ by ]
F¢yL 1: SOTFO0 H@ e [ by ]
R yLJ 1: 502000 [@ Leamn [ x ]
ReyLl 1 902100 [@ e [ by ]
aE. I I Cancel

Figure 2.25: Assigning VirtualLLJ FX controls.
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e Under “MIDI to Live Control”, again learn each function to the correspond-
ing control on the iDevice.

-
MIDI Live Control Setup X

|Cantrol Change, Channel: 18

Size Y Cantral Change, Channel , 19

Size £ Contral Change, Channel |, 1 22

Pozition = Contral Change, Channel ;110

Pazition % Cantral Change, Channel . 111

Puoszition £ Mot azzigned

Angle ¥ Contral Change, Channel | 12

Angle Cantral Change, Channel: , 13 A
Angle £ Contral Change, Channel |, 1 4 3
Fiatation = Control Change, Channel: .15

Rotation ™ Contral Change, Channel: , 16

Fiotation £ Contral Change, Channel , 17

Brightness Control Change, Channel . 112

Yisible Paints Control Change, Channel . 115

Color Mot agzigned k|
Animation 5peed Control Change, Channel . 114

Scan Rate Control Change, Channel: . 113

FGE Red Control Change, Channel . 116

RGE Green Control Change, Channel: . 117

RGE Blue Contral Change, Channel , 118

FRGE alpha Mot azzigned

Command [meszage)

| Caontral Change E|
Learn
Chariiel 1 %
: Contraller type
l Slider lied]
l Delete Controller Mumber g ﬁ

l )4 I I Cancel

Figure 2.26: Assigning MIDI live controls.
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2.9 iPhone Layouts

iPhone layouts are also included and can be uploaded in the same way as pre-
viously described via the TouchOSC editor. They only need to be uploaded
once, and do not require retraining of the LivePro / Quickshow / Beyond, as all
templates use the same MIDI commands throughout. It is recommend to train
LivePro with the full iPad layout first, as this is more comprehensive than the
iPhone counterpart.

Figure 2.27: iPhone layouts for live control of Quickshow.
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